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Subject: Solenoid Controls Modules Jumper Settings

This note describes the jumper settings for the PLC control modules in the solenoid controls crate.

PLC Slot Module Type &
Description

Discussion Jumpers & settings

1,2 505-2555 16 channel
differential analog input

All channels voltage mode.
All channels 0 to 10V.
All channels unipolar mode.
Digital filtering enabled.

JP1 thru JP4   - V
JP5 thru JP12 - 10V and UNI
JP6 thru JP20 - 10V and UNI
SW5, SW6     - 10V
SW7               - UNI
SW8               - UNI
JP121             - FIL       . ._.

3 505-2555 16 channel
differential analog input

All channels voltage mode.
Channels 1-8 = 0 to 10V,
unipolar
Channels 9-16 = -10 to +10V,
bipolar
Digital filtering enabled.

JP1 thru JP4   - V
JP5 thru JP12 - 10V and UNI
JP6 thru JP20 - 10V and BIP
SW5, SW6     - 10V
SW7               - UNI
SW8               - BIP
JP121             - FIL

4,5 CTI 2252-1 - 8 channel
isolated RTD input
module

Temperature mode.
3 wire compensation.
100 Ohm platinum RTD mode.
Digital filtering enabled.
Centigrade mode.

SW2              - all "on"
3/4 w jmps (X8) - 3 wire pos.
SW1              - all "on"
JP3                - enabled  ._. .
JP4                - DEG C   ._. .
JP2                - Run

6 CTI 2560-A - 8 channel
isolated analog output
module.

All channels 10Vdc range.
All channels unipolar mode.
Auto scaling off.
8 WY login mode.

JP3 (X8)        - 10V
JP4 (X8)        - Unipolar
SW1-1           - OFF
SW1-2           - ON
SW1-3           -OFF
SW1-4           - ON
SW1-5           - OFF
SW1-6           - ON
SW1-7           - OFF
SW1-8           - ON
SW2-1 thru 8 - same as SW1
JP1                 - DISABLE
JP2                 - WY8

9,10 505-4908 - 8 channel
relay output module.

No Jumpers No Jumpers

11,12,13 505-4316A - 16 point
24V discreet input
module.

No Jumpers No Jumpers


